Abstract-To overcome blind spots of an ordinary weather radar which scans horizontally at a high altitude, a weather radar which operates vertically, so called an atmospheric profiler, is needed. In this paper, a K-band radar for observing rainfall vertically is introduced, and measurement results of rainfall are shown and discussed. For better performance of the atmospheric profiler, the radar which has high resolution even with low transmitted power is designed. With this radar, a melting layer is detected and some results that show characteristics of the meting layer are measured well.
I. INTRODUCTION
A weather radar usually measures meteorological conditions of over a wide area at a high altitude. Because it observes weather phenomena in the area, it is mainly used for weather forecasting. However, blind spots exist because an ordinary weather radar scans horizontally, which results in difficulties in obtaining information on rainfall at higher and lower altitudes than the specific altitude. Therefore, a weather radar that covers the blind spots is required.
A weather radar that scans vertically could solve the problem. This kind of weather radar, so called an atmospheric profiler, points towards the sky and observes meteorological conditions according to the height [1] . Also, because the atmospheric profiler usually operates continuously at a fixed position, it could catch the sudden change of weather in the specific area.
In this paper, K-band rain radar which has low transmitted power and high resolutions of the range and the velocity is introduced. The frequency modulated continuous wave (FMCW) technique is used to achieve high sensitivity and reduce the cost of the system. In addition, meteorological results are discussed. Reflectivity, a fall speed of raindrops and Doppler spectrum measured when it rained are described, and characteristics of the melting layer are analyzed as well.
II. DEVELOPMENT OF K-BAND RAIN RADAR SYSTEM

A. Antenna
To suppress side-lobe levels and increase an antenna gain, offset dual reflector antennas are used [2] . Also, separation wall exists between the transmitter (Tx) and receiver (Rx) antennas to improve isolation between them. With these methods, leakage power between Tx and Rx could be reduced. Fig. 1 shows manufactured antennas and the separation wall. Fig. 2 shows a block diagram of the K-band rain radar. Reference signals for all PLLs in the system and clock signals for every digital chip in baseband are generated by four frequency synthesizers. In the Tx baseband module, a field programmable gate array (FPGA) controls a direct digital synthesizer (DDS) to generate an FMCW signal which decreases with time (down-chirp) and has a center frequency of 670 MHz. The sweep bandwidth is 50 MHz which gives the high range resolution of 3 m. Considering the cost, 2.4 GHz signal used as a reference clock input of the DDS is split and used for a local oscillator (LO). the FMCW signal is transmitted toward raindrops with the power of only 100 mW. Beat frequency which has data of the range and the radial velocity of raindrops is carried by 60 MHz and applied to the input of the Rx baseband module. In the Rx baseband module, quadrature demodulation is performed by a digital down converter (DDC). Thus, detectable range can be doubled than usual. Two Dimensional-Fast Fourier Transform (2D-FFT) is performed by two FPGAs. Because the 2D FFT is performed with 1024 beat signals, the radar can have high resolution of the radial velocity. Finally, data of raindrops are transferred to a PC with local LAN via the an UDP protocol. TABLE I. shows main specification of the system. 
B. Design of Tranceiver
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